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LAMP SPECIFICATIONS: ETH120L/WH ETH400L/WH

Voltage 220-240V 220-240V

Frequency 50Hz 50Hz

Nominal lumens 2218 lm 8550 lm
Wattage 120W 400W

Nominal life time of the lamp 2,000 hrs 2,000 hrs

Number of switching cycles 
before premature lamp failure 8,000 8,000

Colour temperature 2800K 2800K

Warm-up time up to 60 % of 
the full light output Instant full light Instant full light

Dimmable Yes Yes

Lamp dimensions (mm) 78 x 10 118 x 10

Cap type R7s R7s

Rated Wattage 120W 400W

Rated luminous flux 2218 lm 8550 lm

Rated lamp lifetime 2,000 2,000

Colour rendering index Ra 99% 99%

Lamp power factor ≥0.95 ≥0.95

Lumen maintenance factor at 
end of nominal life ≥85% ≥85%

Starting time <0.2s <0.2s

400W

MODELNO.

A++

XXX kWh/1000h120

ETH120L/WH

C

MODELNO.

A++

XXX kWh/1000h400

ETH400L/WH

C

HALOGEN FLOODLIGHTS WITH CLASS C LAMP 
  
• �ETH120 includes 1 x 120W R7s linear C class  

halogen lamp. Fitting is rated at 150W max
• �ETH400 includes 1 x 400W R7s linear C class  

halogen lamp. Fitting is rated at 500W max
• Cast aluminium construction
• Adjustable mounting bracket
• Tempered glass
• �Fitted with an energy saving  

C class halogen lamp

• M.O.M: 5 / O.P.Q: 10

Code Colour Wattage Colour 
Temp. Lumens Avg. Rated 

Life (Hrs)
IP

Rating
Energy
Rating

ETH120L Black 120W 2800K 2218 lm 2,000 hrs IP44 C

ETH120LWH White 120W 2800K 2218 lm 2,000 hrs IP44 C

ETH400L Black 400W 2800K 8550 lm 2,000 hrs IP44 C

ETH400LWH White 400W 2800K 8550 lm 2,000 hrs IP44 C

LED RETROFIT REPLACEMENT LAMP AVAILABLE FOR 400W FITTINGS
CODE: 9R7SLED | 6W | R7s | 3000K | 550 lm | 110° | 20,000 HRS | A+ RATED

120W


