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PLASTIC ADAPTABLE WATERPROOF  
BOXES / ENCLOSURES 
  
• ABS construction
•  Mounting plate available: allows easy fixing in the 

enclosure whilst maintaining IP rating
•  Lockable door: added security (security tag not included)

MOUNTING BACK PLATE: 
•  Designed for use with the waterproof enclosures: allows 

easy fixing in the enclosure whilst maintaining IP rating
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JSL242JSL244

Screw seals
and door keys
included with box

Lockable door 
(inside view)

Screw seal

Lockable door 
(outside view)

JSL242BP
Mounting 
back plate

JSL244BP
Mounting 
back plate

CATALOGUE RANGE: n Accessories 

SEE PAGE 2 FOR FULL 
BOX MEASUREMENTS  
& MOUNTING PLATE  

INSTRUCTIONS

Year Warranty
1

IP54 / IP65

Code Version Inside Measurements  
W/H/D

IP 
Rating

MOM / 
OPQ

JSL242 Small Enclosure 322 x 275 x 170mm IP65
1 / 1

JSL244 Large Enclosure 422 x 380 x 170mm IP55

JSL242BP JSL242 Backplate
1 / 25

JSL244BP JSL244 Backplate
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INSIDE MEASUREMENTS 

(from exterior rim to rim): 
330 x 280 x 175mm

(from interior rim to rim): 
322 x 275 x 170mm
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INSIDE MEASUREMENTS 

(from exterior rim to rim): 
430 x 390 x 175mm

(from interior rim to rim): 
422 x 380 x 170mm

JSL242BP 
shown inside 
JSL242

JSL244BP 
shown inside 
JSL244

4 screws (supplied) to go in the far corners

Mounting plate to be installed 
with the cross facing downwards

Screw holes for lateral supports (not included)

MOUNTING BACK PLATE INSTRUCTIONS


